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  d
[mm]

D
[mm]

B
[mm] Max. static load Max. dynamic 

load 
Max. speed

[RPM]

 Weight [g]

-GL -ES

PRTB10-51100-GL PRTB10-51100-ES 10 24 9 200 250 600 4.0 5.2

PRTB10-51200-GL PRTB10-51200-ES 10 26 11 210 260 600 6.1 7.9

PRTB10-51101-GL PRTB10-51101-ES 12 26 9 320 400 540 4.4 5.6

PRTB10-51201-GL PRTB10-51201-ES 12 28 11 330 410 540 7.2 9.5

PRTB10-51102-GL PRTB10-51102-ES 15 28 9 500 625 500 4.7 6.1

PRTB10-51202-GL PRTB10-51202-ES 15 32 12 520 650 500 9.3 11.5

PRTB10-51103-GL PRTB10-51103-ES 17 30 9 570 710 480 5.2 6.8

PRTB10-51203-GL PRTB10-51203-ES 17 35 12 600 750 480 10.7 14.9

PRTB10-51104-GL PRTB10-51104-ES 20 35 10 650 810 460 7.6 10.3

PRTB10-51204-GL PRTB10-51204-ES 20 40 14 690 860 460 15.7 20.5

PRTB10-51105-GL PRTB10-51105-ES 25 42 11 710 880 410 11.3 14.6

PRTB10-51205-GL PRTB10-51205-ES 25 47 15 750 930 400 22.2 26.5

PRTB10-51106-GL PRTB10-51106-ES 30 47 11 760 950 400 13.4 17.3

PRTB10-51206-GL PRTB10-51206-ES 30 52 16 820 1025 375 26.9 34

PRTB10-51107-GL PRTB10-51107-ES 35 52 12 810 1010 390 16.6 20.8

PRTB10-51207-GL PRTB10-51207-ES 35 62 18 870 1090 365 44.3 56.9

PRTB10-51108-GL PRTB10-51108-ES 40 60 13 890 1110 375 24.7 31.2

PRTB10-51208-GL PRTB10-51208-ES 40 68 19 940 1175 350 53.1 67.1

PRTB10-51109-GL PRTB10-51109-ES 45 65 14 950 1185 360 28.2 37.5

PRTB10-51209-GL PRTB10-51209-ES 45 73 20 1010 1260 330 62.1 86.7

PRTB10-51110-GL PRTB10-51110-ES 50 70 14 1020 1275 340 30.5 40.5

PRTB10-51210-GL PRTB10-51210-ES 50 78 22 1100 1375 310 80.4 107

D

B

d P RT B 1 0 - 5 1 1 0 0 - G L

GL:  Glass balls
ES:  Stainless steel balls

 Type

PRTB10

POM

-40 +80

acidic environment. The standard material of inner and outer ring: POM, ball material: glass or stainless steel; The long-term 
operation temperature: -40 +80 .


