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09-12mm

TRC

Small installation width from 09 to 12 mm
The dimensions are the same as the ball bearing guides

Lightweight design

 b
[mm]

h
[mm]

a
[mm]

h1

[mm]
C5=C6 [mm] C4

[mm]
K1

[mm] [mm]
 Weight

[Kg/m]

TR01-09-0000 9 5 20 M2

TR01-12-0000 12 5 17 25

TR01-15-0000 17 15 10 40

 b
[mm]

h
[mm]

a
[mm]

h1

[mm]
C5=C6 [mm] C4

[mm]
K1

[mm] [mm]
 Weight

[Kg/m]

9 - - - - -

12 - - - - -

17 15 - - - - -

b
C5 C4

L

C6K1

h h1

a

 Width 
 Length 

*M2:  Plain holes

Blank:  With mounting holes
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TR

For TR linear guide rails
Resistant dust
Quiet operation

 A
[mm]

A1 

[mm]
C
[mm]

C1

[mm] [mm]
1

[mm]
2

[mm]
K1

[mm]

   
Weight

[g]0 90  Mr Mp

TRC01-09 20 15 29 10 10 M2 4200 16 9 9

20 15 29 10 M2 4200 16 9 9

TRC01-12 27 20 15 6800 2000 64 19 15

TRC01-15 25 42 20 16 11200 118

A
A1

K1

H
H2

H1 C1C

Mr Mp My0° 90°

T R C 0 1 - 0 9

 Guide rail width


